
Nominal diameter (INCH):  3.14”
Nominal Impedance:  4 ohm
DC resistance:   3.6 ohm
sensitivity (db 1w/2.83v): 105 db
frequency range (Hz): 2.5 kHz - 20 KHz
Magnet:    neodymium 
power:    20 w rMS 
voice coil:    1”
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Nominal diameter (INCH):  6.5”
Nominal Impedance:  4 ohm
DC resistance:   3.6 ohm
sensitivity (db 1w/2.83v): 95.7 db
frequency range (Hz): 94 Hz - 6 KHz
fs (Hz):    94 Hz (burn in done)

qes:     0.65
qms:     13.5 
qts:     0.62 
vas:     5.4 L
bl:     6.3 TM
Magnet:    25 oz
power:    120 w rMS 
voice coil:    1.5”
cone material:   coated paper
surround:    dual u shaped cloth 
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Nominal diameter (INCH):  8”
Nominal Impedance:  4 ohm
DC resistance:   3.6 ohm
sensitivity (db 1w/2.83v): 95.7 db
frequency range (Hz): 80 Hz - 8 KHz
fs (Hz):    90 Hz (burn in done)

qes:     0.839
qms:     11.682 
qts:     0.783 
vas:     9.22 L
bl:     6.99 TM
Magnet:    30 oz
power:    250 w rMS 
voice coil:    2”
cone material:   coated paper / water resistant coating
surround:    dual u shaped cloth 
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Nominal diameter (INCH):  10”
Nominal Impedance:  4 ohm
DC resistance:   3.6 ohm
sensitivity (db 1w/2.83v): 97.8 db
frequency range (Hz): 60 Hz - 5 KHz
fs (Hz):    66 Hz (burn in done)

qes:     0.673
qms:     8.463 
qts:     0.623 
vas:     15.97 L
bl:     9.82 TM
Magnet:    35 oz
power:    350 w rMS 
voice coil:    3”
cone material:   coated paper / water resistant coating
surround:    dual u shaped cloth 
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